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PHILOSEP s-Disk Disk-tube Membrane Module

Disk-tube Module 이란 ?

Disk-tube 모듈은 선진국에서 이미 오랜 전부터 상품화하여 식품, 바이오 및 폐수의 농축 공정에 적용되고 있는 효과적인 막 모듈로서

고점도의 물질을 고농도의 농축비까지 분리, 농축, 정제가 가능합니다. 기존의 수처리 공정과는 달리 원하는 물질 만을 Size 별로 분리 분

획할 수 있는 Specialty separation 공정입니다.

PHILOSEP s-Disk Membrane Module 의 특성

- s-Disk는 PHILOS의 특허 기술로 개발된 평막을 이용한 Disk-tube 모듈입니다.

- s-Disk는 UF, MF, RO 및 NF 등 다양한 소재의 분리막을 제공합니다.

- 소비자의 공정에 사용하기 편리하도록 s-Disk는 원반형태의 분리막을 난류 촉진형 구조물이 부착된 Plate와 교대로 적층시켜서

모듈 블록이 만들어 집니다. 

- 원하는 공정의 특성에 따라 모듈 블록을 직렬 또는 병렬로 조합하여 사용하는 것이 가능 합니다. 

직렬 구조를 선정할 경우 고 농축비의 Product를 얻을 수 있습니다.

- 외국 제품과는 달리 Pipe내에 모듈 블록을 손쉽게 삽입하고 연결할 수 있으며 최대 80㎏ f/㎠ 의 압력까지 사용할 수 있도록 설계 되었

습니다. 

- 농축 경로는 Zig-zag형태로 변환 시킬 수 있도록 설계하여 막의 오염을 최소화 시킬 수 있게 설계하였습니다.

- PHILOS가 생산 중인 PHILOSEP RCM, SCAF 및 MASTER Membrane 공정과 조합하여 최고 효율의 성능을 얻을 수 있습니다.

PHILOSEP s-Disk 모듈의 용도

(1) 식품공정분야 �과일 쥬스의 농축 정제, 녹차의 정제 �액젓, 간장, 액상 조미료의 농축 정제

�식품가공폐액으로부터유효물질의회수, 탈염 �주류, 식초, 당액의 정제

(2) 제약및바이오분야 �단백질, 효소 및 발효 물질의 농축 정제 �무균수 및 무균 제품의 제조, 제약 원료의 Pyrogen 제거

�제약 바이오 공정 중 유효 물질의 분자량 별 분리, 분획

(3) 화학공정의분리, 농축분야 �염료, 안료 및 잉크의 탈염, 농축, 정제 �전착 도장 공정 중 도료의 회수 재사용, 물 재활용

(4) 전자공업분야 �Wafer 연마 폐수의 농축 및 물 재활용 �전자 부품 세정 폐수의 처리, 재활용

(5) 수처리, 환경분야 �쓰레기 매립지의 침출수 처리 �축산폐수 처리

�정수공정 중 UF/MF 농축액의 추가 농축 공정, 발생 폐기물 최소화

�중수도 처리 공정 �해수담수화 공정

는세계적수준의다양한Membrane 및 System 을생산하는전문업체입니다.

PHILOS는Membrane 및 Filtration분야에서신뢰성있는Solution과차별화된특별한만족을드릴것입니다. 

PHILOSEP s-Disk는고농도, 고점도의물질을분리, 정제농축할수있는고기능성Disk-tube형Membrane 

모듈입니다. 고기능성UF, MF, RO 및 NF막을적용한 s-Disk는산업전반분야의다양한용도에대해

효과적으로사용됩니다. 다양한소재와Pore size의 s-Disk는처리대상물질별로최적의분리효율을보장하며, 여러분의공정

을더욱경제성있고완벽하게유지시켜드립니다.

s-Disk는 PHILOS에서 생산 중인 중공사막과 Braid 보강막과 함께 Hybrid공정으로 사용이 가능하며 분리 농축 공정에서 가장

우수한결과를제공할것입니다.

PHILOS has supplied high quality membrane modules and systems for water & wastewater treatment including bio-process

and specialty separation. PHILOS’s-Disk modules enable the most effective separation process with UF, MF RO and NF

membrane technology.  s-Disk can be operated by hybrid process with PHILOSEP hollow fiber and reinforced capillary

membranes. It covers the wide range of pore sizes and membrane materials for the precise and effective separation. Even in

case of high viscosity and high concentration conditions, s-Disk will show you the perfection. Turbulent promoting structure will

offer you the long-term performance by anti-fouling characteristics. 



PHILOSEP s-Disk Disk-tube Membrane Module

고농도-고점도의 식품 Bio분야, 폐수농축 처리에 최적화된

s-Disk Membrane Module
Optimized for the High Concentration & High Viscosity Process

Turbulent promoting baffle
-Triangular Path for the turbulent 
enhancing

-Anti-fouling effect

High Performance Membrane
-MF/UF/NF/RO available
-High flux & high rejection

Patented Technology

Serial-Parallel feeding path
-Adjustable structure for the effective   
concentration

-High concentration performance

Module Block Structure
-Convenient and perfect assembling 
of plate

Counter-current feeding scheme
- Effective concentration 
and anti-fouling

Reliable permeate channel
-Precise packing of membrane 
and plates

Support plate

Membrane

Spacer

Membrane

Support plate

World best Membranes For Bio & Food processFeed

Permeate
Conc.



● PHILOSEP s-Disk Module Specification

Item Specification

Block & Plate Material PP

Membrane Area 7.5 m2 / block

Permeate stem pipe STS 304, 20A
Module

Plate Material PP / ABS
Block

Module Block Dimension 265mm D X 611mm H

Composed plates 94 units / block

Membrane Plate Dimension 250mm D X 6.5mm t

Type Low pressure High Pressure

Housing Material
PVC, 

s-Disk Stainless steel (Sanitary)
Stainless steel

Housing Max. pressure 5kgf/ cm2 84kgf/ cm2

Connection Port NPT 25A

Membrane Area 22.56 m2 / Module housing

Housing Dimension 265mm D X 2,000mm H (Standard)

Operating 
Housing Type PVC Stainless steel

Condition
Max. Temperature 50 °C 70 °C

pH range 2-12 6-9

PHILOSEP s-Disk Disk-tube Membrane Module

● PHILOSEP s-Disk Membrane Specification

Item Material Pore size Pure water flux Operating Pressure

MF
PSM01 Hydrophilic modified PVDF 0.1 1,000 LMH *

0.5~1kgf/ cm2

PSM04 Hydrophilic modified PVDF 0.4 1,500~2,100 LMH

PSU01 PES 1K 10 LMH

PSU03 PES 3K 15 LMH

PSU05 PES 5K 20 LMH

UF PSU10 PES 10K 120 LMH 1~5 kgf/ cm2

PSM30 PES 30K 300 LMH

PSU50 PES 50K 520 LMH

PSU100 PES 100K 700 LMH

Retention Rates UF MW 1K 5K 10K 30K 50K 100K

Vitamin-C 1,200 > 70 > 50 >45 - - -

Cytochrome-C 12,400 - > 98 > 98 > 95 > 60

Gamma-Globulin 169,000 - - - - > 99 > 98

* LMH=L/m2 hr

Item Model Material Pure water flux NaCl Rejection Operating Pressure

NF PSN Synthetic polymer 80~300 LMH 15~20 % 7~12 kgf/ cm2

RO
PSR-S Synthetic polymer 20~40 LMH 97~99.5 % 50~80 kgf/ cm2

PSR-B Synthetic polymer 30~50 LMH 97~99.5 % 30~60 kgf/ cm2



● MBR Process by PHILOSEP-RCM Membrane

PHILOSEP s-Disk Disk-tube Membrane Module

● PHILOSEP Lab & Pilot Systems

● PHILOSEP Membrane modules for the specialty separation

1,2 Pilot Flat sheet UF Membrane System

3 Lab Hollow fiber Membrane System

4 UF Membrane System 

5 Lab Submergible MBR System

6 Membrane Permeation Cell

7 Automatic SDI System

1,2,3 Lab Hollow fiber Module

4 Submergible MBR PHILOSEP-PPM 

5 SCAF for Water Treatment

6 UF Hollow fiber Module

7 Platon Degassing Membrane
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